Thomson TG585v7

1) Tarkvaraversiooni kontroll

Tarkvaraversiooni saab kontrollida ruuteri veebiliideses.
1. Ava brauseris aadress http://192.168.1.254/. Vaikimisi on kasutajanimi "Administrator”, parool on ruuteri

all oleval kleepsul olev "modem access code". Vanade versioonide puhul parooli ei ole.
2. Versioon on kohe esimesel lehel Software Release real:

Thomson TG585 v7 THOMSON

Logged in as: Administrator

Home

a Home

.. Thomson Gateway

* Information

. Thomson Gateway

Froduct Name: TG585 v7
ﬁ Broadband Connection Software Release: 83.2.6.5

3. Kui versioon on 8.2.6.5, siis tee ruuterile algseadistamine (reset).
4. Kui resetist kasu ei olnud vdi versioon on midagi muud, siis liigu juhendis edasi.

2) Tarkvarauuendus

-_—

Veendu, et arvuti on Uhendatud kaabliga Ghte ruuteri kollastest vorgupesadest. .
2. Seadista arvuti vorgukaardi IP-aadress kasitsi 192.168.1.65, ja Default Gatewayks 192.168.1.254. Oige
Subnet Mask lase valida automaatselt.

(Tdpsemad juhised Abiinfo juhendis: https.//www.elion.ee/eraklient/abiinfo/interneti-abiline#/eraklient/abiinfo/interneti-abiline/ip-
automaatseks-xp)

e

Internet Protocel Version 4 (TCP/IPvd) Properties | ? X |

General

You can get IP settings assigned automatically if your netwerk supports
this capability, Otherwise, you need to ask yvour network administrator
for the appropriate IF settings.

(71 Obtain an IP address automatically
i@ Use the following IP address:

IF address: 192 . 168 . 1 . 65
Subnet mask: 255,255,255, 0
Default gateway: 192 . 168 . 1 . 254

Obtain DNS server address automatically

i@ Use the following DNS server addresses:

Preferred DMS server;

Alternate DMS server:

[] validate settings upon exit

Lok J[ concel |



http://192.168.1.254/
https://www.elion.ee/eraklient/abiinfo/interneti-abiline#/eraklient/abiinfo/interneti-abiline/ip-automaatseks-xp
https://www.elion.ee/eraklient/abiinfo/interneti-abiline#/eraklient/abiinfo/interneti-abiline/ip-automaatseks-xp

Thomson TG585v7

3. Kaivita uuendamise programm upgradeST.exe. Liigu valikutes next vajutades edasi.

4. Programm voib kusida ka parooli ja kasutajanime. Vaikimisi on kasutajanimeks "Administrator" ja
parooliks ruuteri all oleval kleepsul olev "modem access code". Vanade versioonide puhul parooli ei ole.

5. Kui autoriseerimine dnnestus, kuvab programm kaesoleva Thomsoni andmeid.

i |"|

% SpeedTouch Upgrade Wizard | = X

Detected device
The wizard detected the following SpeedTouch device.

The following device was found:

Name: |Thumsur1 TG 585 w7

Serial Mumber: |1]?525 FOEY

IP Address: | The device is password
_ protected, not all information is
Wersion: | p—
Board: |
Info: Password Protected

Click Mext to continue.

speedtouch’ | <Back | MNet> || Cancel |

6. Programm kusib tarkvara (*.bin, *.bli formaat). Faili leiad kaustast, kuhu allalaetud .zip faili lahti pakkisid.

|"|

% SpeedTouch Upgrade Wizard | = 2

Software Image
Specify which system software you want to transfer to the Speed Touch.

,

Browse for the appropriate system software file and
e

Copy system software file from:
SDesktop,/Thomson/Upgrade Wizard

Firmware Details ’ Hawve Dish... ]

speedtouch’ <Back | Mext
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7. Kaivita tarkvara ruuterisse kirjutamine Next vajutamisega.

-

'}= SpeedTouch Upgrade Wizard = 2

Software Image
Specify which system software you want to transfer to the SpeedTouch.

Device:

Thomson TG 585 w7 - 07525F9EY - CANT-P - 8265 ()

Select the system software to continue.

File Board Vemion Config Date Remark
@ Thomson 535 R8 2 i CANT-F 82650 200 10122013

Firmware Details ’ Hawe Dish... ]

speedtouch’ <Back || Net> || Concel |

8. Uuendusprotsess kestab umbes 5-15 minutit. Sel ajal ei tohi ruuterit ega arvutit taaskaivitada ega ruuteri
ja arvuti vahelist kaablit lahti Gthendada.

9. Kontrolli versiooni (vt. juhendi esimest osa).

10. Selleks, et kbik muudatused rakenduksid, taasta ruuteris algseadistus (reset) ning edasise eest hoolitseb
automaatne haldusvahend.

11. Muuda vérgukaardi seadistused automaatseks.

(Tépsemad juhised Abiinfo juhendis: https://www.elion.ee/eraklient/abiinfo/interneti-abiline#/eraklient/abiinfo/interneti-abiline/ip-
automaatseks-xp)

3) Juhul kui uuendamine ebadnnestub, v6i méne punkti juures peatub

1. Vaata Ule arvuti vorgukaardi seadistused (vt. punkt 2.1-2.2).
2. Lulita uuendamise ajaks arvuti tulemadr valja.
3

Enne tarkvara uuendamist tee ruuterile reset.
(Hoia ruuteri reset nuppu all, kuni tuled ruuteril kustuvad)
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