SpeedTouch 780

1) Firmware check

Firmware version can be checked via router’s web interface.

1. Open browser and go to http://192.168.1.254/. Default username is "Administrator", the password label

you will find under the router. Look for "modem access code". In case of very old firmware the password is
blank.

2. Version number is shown on the main page after the string “Software Release”:

THOMSON ST780
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Information
] Froduct Name: ST780
Broadband Connection Software Release: 7.4.4.7

3. If version number is 7.4.4.7, then restore factory defaults (do reset).
4. |If reset did not help or there is a different software version, then proceed to the next chapter.

2) Firmware upgrade

1. Verify that you are using wired connection and your PC is connected to one of the router’s yellow ports.

Upgrade cannot be done over Wi-Fi.

Assign static IP address to physical network adapter. IP: 192.168.1.65, Default Gateway: 192.168.1.254.
Subnet mask would be set automatically.

2.

-

Internet Protocel Version 4 (TCP/IPv4) Properties | ? X |

General

¥ou can get IP settings assigned automatically if your network supports
this capability., Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically
i@ Use the following IP address:

IFP address: 192 168 . 1 . &5
Subnet mask: 255,255,255, 0
Default gateway: 192 . 168 . 1 . 254

Obtain NS server address automatically
i@ Use the following DNS server addresses:

Preferred DMS server:

Alternate DMS server;

[ validate settings upon exit

[ K H Cancel ]



http://192.168.1.254/
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3. Run upgradeST.exe program. Press Next.
4. You might be asked for username and password. Default username is "Administrator”, the password label
you will find under the router. Look for "modem access code". In case of very old firmware the password is

blank.
5. After successful authorization program will show your SpeedTouch data.

% SpeedTouch Upgrade Wizard = X

Detected device
The wizard detected the following Speed Touch device.

The following device was found:

Name: | SpeedTouch 780

Serial Number: | O0711KTVIE

IP Address: | The device is password
protected, not all information is

Version: | p—

Board: |

Info: Password Protected

Click Mext to continue.

speedtouch’ | <Bak | MNet> || Cancel |

6. Program will ask for firmware image (*.bin, *.bli format). Click “Have Disk...” and then “Browse...” to locate
it. You will find firmware image in the same folder where you extracted zip file.

E= SpeedTouch Upgrade Wizard | = X

Software Image
Specify which system software you want to transfer to the SpeedTouch.

,

Browse for the appropriate system software file and
oK

Copy system software file from:
/Desldop,/Thomson/Upgrade Wizard

Firmware Details ’ Hawe Disk... ]
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7. Start upgrade process by pressing Next.

g '

':-:= SpeedTouch Upgrade Wizard = 2

Software Image
Specify which system software you want to transfer to the SpeedTouch.

Device:

| SpeedTouch 780 - 071TKTVIF - BANT-R - 7447 ()

Select the system software to continue.

File Board Vemion Corfig Date Remark

@ SpeedTouch 730 R7.4.47hin BANT-R 74470 200 15102012

’ Firmware Details ] ’ Hawe Dish ... ]

speedtouch’ | <Back [ MNet> | [ Cancel |
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8. Upgrade takes about 5-15 minutes. During this period do not restart router or your PC also do not
disconnect the cable between PC and router.

9. Check firmware version again (instructions in the first chapter).

10. In order to finish installation restore factory defaults (do reset) and our management system will make
necessary changes.

11. Remove static IP address from your physical network adapter.

3) If upgrade fails or stops in some phase

1. Check physical network adapter settings (topic 2.1-2.2).
2. Turn off firewall before doing upgrade.
3

Do reset before upgrading.
(Press reset button until all leds are switched off)



